
CORRECTIONS TO SPECIFICATION SECTION - HASL-300

Control Molding has gone out of business.  Phoenix Custom Molders, Inc.* is the new vendor for
the following Specifications.  At this time, the price lists are not available.  When they are, you
will be notified.

Specification 7.2.  Ring and Disc Mounts:

1" dia. plain. ref: CMI J-356 now PCMI 5230-01. Color natural
2" dia. plain. ref: CMI J-424 now PCMI 5236-01. Color natural

Specification 7.12.  Filter Funnels and Sample Mounts:

1" dia. funnel. ref: CMI J-443 now PCMI 5231-0l. Color natural
1" dia. sample mount. ref. CMI J-444 now PCMI 5229-01. Color black.

Specification 7.13.  Filter Stoppers:

Ref: CMI J-483 now PCMI 5232-01. Color red. 

Specificaion 7.16.  Plating Cells:

Ref: CMI J-604 now PCMI 5227-01.

Specification 7.19.  Gamma Planchets:

Ref: CMI J-608 now PCMI 5226-01.  

Specification 7.22.  Molded Marinelli Beakers:

500 mL.  Ref: CMI J-762A now PCMI 5237-01 (most GeLi & some NaTl             
     detectors). Color natural.
500 mL.  Ref: CMI J-762B now PCMI 5237-02 (newer NaTl detectors).  Color    
      natural.
650 mL.  Ref. CMI J-1155A-beaker, and J-1155B-lid now PCMI 5143-01 &         
    5166-01, respectively.  Color natural.

*Five Wickers Drive, Wolfeboro, NH 03894.  Phone: (603)569-5100; FAX (603)569-6041.
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Figure 7.21.  Molded Marinelli beaker.

Part
No.

Capacity
    (mL)

Well
Dia.

A-mm

Well
Depth
D-mm

Beaker
    Dia.  
B-mm

Beaker
Height
H-mm Detectors

J762A 500 77.5 70.0 116.0 104 Most Ge(Li0; old NaI(Tl)

J762B 500 86.0 70.0 116.0 104 Newer NaI(Tl)-dia.>2 7/8

J1155 650 98.5 92.8 125.2 122 Ge(Li); NaI(Tl)


